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CODE
Lenght Shaft wire

Head
Head size

Finish
Code 29 (100)

Code 03
BENDING RESISTANCE

mm diameter mm Code 05 (20) Folch scale

ACV3060 30 0,60 mm vidrio 3 nickel 100 u 75 g

ACV3870 38 0,70 mm vidrio 3,7 nickel 100 u 75 g

ACV4978 49 0,78 mm vidrio 4,2 nickel 100 u 75 g

AAV4865 48 0,65 mm plástico 4 nickel 100 u 75 g

AIC3259 32 0,59 mm plástico 4 polished 100 u 75 g

APS6480 64 0,80 mm perla 6,3 nickel 20 u 75 g

ASL6480 64 0,80 mm perla 6,3 nickel 20 u 75 g

GLASS AND PLASTIC HEADED PINS RUSTPROOF

Packing

0 100

0 100

0 100

0 100

0 100

CODE
Lenght Shaft wire

Head
Head size

Finish
Code 29 (100)

Code 03
BENDING RESISTANCE

mm diameter mm Code 05 (20) Folch scale

AIP2659 26 0,59 mm dipped 1,60 ±0,1 silver 400 u 100 g

AIP2654 26 0,54 mm dipped 1,50 ±0,1 silver 400 u 100 g

APS2659 26 0,59 mm dipped 1,60 ±0,1 assorted 400 u 100 g

APS3059 30 0,59 mm dipped 1,60 ±0,1 assorted 200 u 100 g

APS3452 34 0,52 mm dipped 1,40 ±0,1 assorted 200 u 100 g

STAINLESS STEEL DIPPED PINS RUSTPROOF - INOXIDABLE

Envase
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CODE
Lenght Shaft wire Head size

Finish
Code 25 (400)

Code 03
BENDING RESISTANCE

mm diameter mm Code 32 (200) Folch scale

AAN1745 17 0,45 mm 1,20 ±0,1 nickel 400 u 100 g

AAN3050 30 0,50 mm 1,40 ±0,1 nickel 400 u 100 g

AAN3060 30 0,60 mm 1,50 ±0,1 nickel 400 u 100 g

AAN3460 34 0,60 mm 1,50 ±0,1 nickel 400 u 100 g

AAN3765 37 0,65 mm 1,55 ±0,1 nickel 200 u 100 g

AAN4360 43 0,60 mm 1,50 ±0,1 nickel 200 u 100 g

AAN4565 45 0,65 mm 1,55 ±0,1 nickel 200 u 100 g

HARD STEEL PINS RUST RESISTANCE

Packing
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CODE
Lenght Shaft wire Head size

Code 25 (400) Code 03
BENDING RESISTANCE

mm diameter mm Folch scale

AIN1852 18 0,52 mm 1,40 ±0,1 400 u 100 g

AIN2259 22 0,59 mm 1,50 ±0,1 400 u 100 g

AIN2640 26 0,40 mm 1,00 ±0,1 400 u 100 g

AIN2653 26 0,53 mm 1,40 ±0,1 400 u 100 g

AIN2659 26 0,59 mm 1,50 ±0,1 400 u 100 g

AIN3059 30 0,59 mm 1,50 ±0,1 400 u 100 g

AIN3249 32 0,49 mm 1,20 ±0,1 400 u 100 g

AIN3452 34 0,52 mm 1,40 ±0,1 400 u 100 g

AIN3840 38 0,40 mm 1,00 ±0,1 400 u 100 g

AIN3859 38 0,59 mm 1,50 ±0,1 400 u 100 g

STAINLESS STEEL PINS RUSTPROOF - INOXIDABLE

Packing
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CODE
Lenght Shaft wire Head size

Finish
Code 25 (400)

Code 03
BENDING RESISTANCE

mm diameter mm Code 32 (200) Folch scale

ALD1055 10 0,55 mm 1,45 ±0,1 gold 400 u 100 g

ALD1855 18 0,55 mm 1,45 ±0,1 gold 400 u 100 g

ALD1865 18 0,65 mm 1,55 ±0,1 gold 400 u 100 g

ALD2665 26 0,65 mm 1,55 ±0,1 gold 400 u 100 g

ALN2665 26 0,65 mm 1,55 ±0,1 nickel 400 u 100 g

ALN3080 30 0,80 mm 1,80 ±0,1 nickel 200 u 100 g

ALN4210 42 1,00 mm 2,00 ±0,1 nickel 200 u 100 g

BRASS LACE PINS RUSTPROOF

Packing

LACE PINS                         www.folch.com LACE PINS                         www.folch.com

Packing (32 � 200 u)

Ø Wire (0,65 mm)

Lenght (45 mm)

Surface (N � Nickel plated)

Material (A � Hard steel)

Article (A � Lace Pin)

How to identify a pin with our article code

Resistencia a la flexión / Strength guide

Alfileres cabeza de vidrio
Glass head pins

Épingles tête de verre

0 100

100 u

Made in Spain

ART. ACV306029

30 mm

0,60 mm

Glass head resistant to ironing

Alfileres para bolillos
Lace pins
Epingles a dentelle
Spilli per merletto a fuselli
Alfinetes para renda de bilro
Klöppelspitze  Stecknadeln
Kloskant spelden
Kantklosspelden
Agulles per puntaires

ART. ACV306029

Rust Resistant      100 pcs
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Article code Article codeWeb

Diameter

Lenght

Pins per box Pins per boxBar code

Wire material and
finish

Strenght
guide

Use and
features

Ilustration
on scale

Lace pins
in different
languages


